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§1192.1

Subpart E—Commuter Rail Cars and
Systems

1192.91 General.

1192.93 Doorways.

1192.95 Mobility aid accessibility.

1192.97 Interior circulation, handrails and
stanchions.

1192.99 Floors, steps and thresholds.

1192.101 Lighting.

1192.103 Public information system.

1192.105 Priority seating signs.

1192.107 Restrooms.

1192.109 Between-car barriers.

Subpart F—Intercity Rail Cars and Systems

1192.111 General.

1192.113 Doorways.

1192.115 Interior circulation, handrails and
stanchions.

1192.117 Floors, steps and thresholds.

1192.119 Lighting.

1192.121 Public information system.

1192.123 Restrooms.

1192.125 Mobility aid accessibility.

1192.127 Sleeping compartments.

Subpart G—Over-the-Road Buses and
Systems

1192.151 General.

1192.153 Doors, steps and thresholds.

1192.155 Interior circulation, handrails and
stanchions.

1192.157 Lighting.

1192.159 Mobility aid accessibility.

1192.161 Moveable aisle armrests.

Subpart H—Other Vehicles and Systems

1192.171 General.

1192.173 Automated guideway transit vehi-
cles and systems.

1192.175 High-speed rail cars, monorails and
systems.

1192.177 Ferries, excursion boats and other
vessels. [Reserved]

1192.179 Trams, similar vehicles and sys-
tems.

FIGURES TO PART 1192

APPENDIX TO PART 1192—ADVISORY GUIDANCE

AUTHORITY: 42 U.S.C. 12204.

SOURCE: 56 FR 45558, Sept. 6, 1991, unless
otherwise noted.

Subpart A—General

§1192.1 Purpose.

This part provides minimum guide-
lines and requirements for accessibility
standards to be issued by the Depart-
ment of Transportation in 49 CFR part
37 for transportation vehicles required
to be accessible by the Americans with

36 CFR Ch. XI (7-1-12 Edition)

Disabilities Act (ADA) of 1990 (42 U.S.C.
12101 et seq).

§1192.2 Equivalent facilitation.

Departures from particular technical
and scoping requirements of these
guidelines by use of other designs and
technologies are permitted where the
alternative designs and technologies
used will provide substantially equiva-
lent or greater access to and usability
of the vehicle. Departures are to be
considered on a case-by-case basis by
the Department of Transportation
under the procedure set forth in 49 CFR
37.7.

§1192.3 Definitions.

Accessible means, with respect to ve-
hicles covered by this part, compliance
with the provisions of this part.

Automated guideway transit (AGT) sys-
tem means a fixed-guideway transpor-
tation system which operates with
automated (driverless) individual vehi-
cles or multi-car trains. Service may
be on a fixed schedule or in response to
a passenger-activated call button. Such
systems using small, slow moving vehi-
cles, often operated in airports and
amusement parks, are sometimes
called people movers.

Bus means any of several types of
self-propelled vehicles, other than an
over-the-road bus, generally rubber
tired, intended for use on city streets,
highways, and busways, including but
not limited to minibuses, forty- and
thirty-foot transit buses, articulated
buses, double-deck buses, and electric
powered trolley buses, used to provide
designated or specified public transpor-
tation services. Self-propelled, rubber
tire vehicles designed to look like an-
tique or vintage trolleys or streetcars
are considered buses.

Common wheelchairs and mobility aids
means belonging to a class of three or
four wheeled devices, usable indoors,
designed for and used by persons with
mobility impairments which do not ex-
ceed 30 inches in width and 48 inches in
length, measured 2 inches above the
ground, and do not weigh more than 600
pounds when occupied.

Commuter rail car means a rail pas-
senger car obtained by a commuter au-
thority (as defined by 49 CFR 37.3) for
use in commuter rail transportation.
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